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28 SELF-CONTAINED 
TRANSMITTER- DISTRIBUTOR SET 


(SINGLE-CONTACT AND MULTICONTACT) 
DISASSEMBLY AND REASSEMBLY 


1. GENERAL 


1.01 The disassembly procedures presented in 
this section will separate the fixed-head, 
single-contact or multicontact, self-contained 
transmitter-distributor set into its major sub- 
assemblies. The parts section shows the com- 
plete disassemblies of the sets and includes il- 
lustrations of the parts referred to below. 


1.02 The single-contact self-contained trans— 
mitter-distributor set is not coded as a unit 
but consists ofa 28H transmitter-distributor unit; 


a 28H transmitter-distributor mounting and cover 


assembly; a 28A or 28Bteletypewriter motor; and 
a 28G, 28H, or 28J set of gears. The 28G set of 
gears is required for operation of the self-con- 
tained transmitter-distributor set at 60 wpm; the 
28H set of gears is required for operation at 
75 wpm; and the 28J set of gears is required for 
operation at 100 wpm. 


1.03 The multicontact self-contained transmit- 

ter-distributor setis notcodedasa unit but 
consists of a 28G transmitter-distributor unit; a 
28G transmitter-distributor mounting and cover 
assembly; a 28A or 28B teletypewriter motor; and 
a 28G, 28H, or 28J set of gears. The 28G set of 
gears is required for operation of the self-con- 
tained transmitter-distributor setat 60 wpm; the 
28H set of gears is required for operation at 
75 wpm; and the 28J set of gears is required for 
operation at 100 wpm. 


1.04 For disassembly of the transmitter-dis- 
tributor unit refer to the sections pertain- 
ing to transmitter-distributor units. 


1.05 To reassemble, reverse the disassembly 
procedures. Where additional information 
is required, a Reassembly Note is added. 
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2. DISASSEMBLY 


2.01 Motor Cover: To remove the cover that 
houses the motor unit, lift upward. 


2.02 Cover Plate: To remove the cover plate, 

liftleft end of cover plate to disengage the 
detents and then slide plate toward the left to dis- 
engage the spring plate. 


2.03 Front (Snap) Panel: To remove the front 

panel, firstremove the cover plate. Then 
pull outward onthe lower right and left rear cor- 
ner of the panel and slide the panel toward the 
front. 


Reassembly Note: To replace the front pan- 
eI, mate the slideon the frame and push to- 
ward the rear. 


2.04 Transmitter-Distributor Unit: 


(a) 28H(Single-contact) Transmitter-Distrib- 

utor Unit: To remove the 28H transmitter- 
distributor unit, remove the two left mounting 
screws and the one right mounting screw and 
lift the unit upward to disengage the driving 
gear. 


(b) 28G (Multicontact) Transmitter-Distribu- 

tor Unit: Toremovethe 28G transmitter- 
distributor unit, remove the two left mounting 
screws and the one right mounting screw and 
lift the unit upward to disengage the driving 
gear. 


2.05 Motor Unit: Toremove the motor unit, re- 

move the four mounting screws that mount 
the motor unit to the base and disconnect the leads 
from the terminalblock. Lift the motor unit up- 
ward. 
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